‘O’ Series Cabinet Range

19 (600mm wide) Cabinets

gd modempak

Product Height Depth Product #

600mm 11412001

‘Q’ Series - 18ru 900mm 800mm 11412002 / J ° °
1000mm 11412006 Serles Cabl net
600mm 11412003 Q

‘Q’ Series - 25ru 1200mm 800mm 11412004
1000mm 11412005
600mm 11412007

‘Q’ Series - 38ru 1800mm 800mm 11412008
1000mm 11412011
600mm 11412009

‘Q’ Series - 45ru 2100mm 800mm 11472019
1000mm 11412012
1200mm 11412013

25” (800mm wide) Cabinets
Product Height Depth Product #

800mm 11412079

‘Q’ Series - 38ru 1800mm 1000mm 11412083
1200mm 11412087
800mm 11412095

‘Q’ Series - 45ru 2100mm 1000mm 11412099
1200mm 11412103

Accessories

A full range of quality accessories are available designed to maximise the style and functionality
of the Modempak ‘Q" Cabinet. All accessories are listed and displayed in the “Accessories for
Modempak Cabinets” brochure.

+'Q’ Cabinet Splice Kit - to join cabinets together

« Chimney Tm high - conceals cable entry from top of cabinet

« Shelves - a full range of strengthened, sliding and cantilevered shelves

- Fan Kits — 2 or 4 fan kits available

« Power Panels - vertical and horizontal mounted panels available

« Wire Cable trays — provide essential cable management

« Filter Panels

New Products....
« High Performance fan kit for maximum cooling power
« Multi purpose base available with the option of heavy duty castors on all cabinet options above
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MODEMPAK LIMITED MODEMPAK PTY LIMITED Your distributor is-
417A Church Street 10 Kembla Street ° °
PO Box 12525, Penrose Cheltenham, Vic 3192 H h | t S e rve r a n d
Auckland, New Zealand Australia I g Q u a I y
Phone: +64 9526 1880 Phone: +61 39584 1955
Freephone: 0800 663 367 Fax: +61 39584 1933 ° ° °
Communications Cabinet
Freefax: 0800 329 636

Website: www.modempak.com
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E“;‘J modem pak ‘Q’Series Cabinet

Fan mountable
ventilated top panel |

The Modempak ‘Q’ Series cabinet is a high quality server and communications cabinet
designed to be installed in equipment rooms or office environments where aesthetics, Doors are
strength and functionality are important. The cabinet frame is made from extruded easily
aluminium joined together with diecast aluminium corner pieces, and fitted with steel Lockable, removed
sides, top and rear door and either a toughened safety glass or steel front door. Two pairs removable for full
of shelf rails are provided in the 600mm and 800mm deep cabinets for mounting shelves side panels N equipment
and other accessories. Three pairs of rails are provided in the 1000mm and 1200mm deep access
server cabinets. The Modempak‘Q’ Cabinets offer a range of sizes and options designed to
provide a flexible total solution.
Fully adjustable
Feal‘u res zinc passivated
front and rear
- Extensive range of High Quality Server Cabinets. shelf rails
« Sleek, smart design and robust construction.
« Available with toughened glass or steel doors as standard.
« New 800mm wide cabinet set with 19” rack mount rails allowing maximum cable access
at side of cabinet. Available
- Perforated steel doors also available as an option for 1800mm and 2100mm high cabinets with tinted
- recommended for increased air flow. toughened
+ Doors can be easily removed and hinged left or right. Ventilated _— glass,
« Lockable, removable sides to allow for easy access to cables and equipment. side panels perforated
« Supplied fully built up with no assembly required - can also be supplied in flat pack form or solid
if requested. & Ef steel doors
« Cabinets can be easily spliced together to create bayed rows. :
- Can be customised to individual requirements — without doors, sides, top panels, with Cabinet pictured: 45ru x 800mm wide set with 19" rails and perforated steel doors
perforated steel doors, etc.
- Standard colour is Carbon Ripple - a textured colour providing good looks as well as a Nominal Dimensions Actual Dimensions
mark and scratch resistant finish. Height
« Cabinets designed as free standing units — can be mounted on multi purpose base with the 18ru 900mm 878mm
option of heavy duty castors. 55y 1200mm 1189mm
38ru 1800mm 1768mm
45ru 2100mm 2078mm
Width
19” 601mm
25" 801Tmm
Depth
600mm 600mm over the doors
800mm 800mm over the doors
1000mm 1000mm over the doors
, o ) ) , 1200mm 1200mm over the doors
*Note: Cabinet specifications are subject to change without notice.
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